Experimental study of buoyancy driven natural ventilation through horizontal openings by Heiselberg, Per & Li, Zhigang
   
 
Aalborg Universitet
Experimental study of buoyancy driven natural ventilation through horizontal openings
Heiselberg, Per Kvols; Li, Zhigang
Published in:
Proceedings of Roomvent 2007
Publication date:
2007
Document Version
Publisher's PDF, also known as Version of record
Link to publication from Aalborg University
Citation for published version (APA):
Heiselberg, P., & Li, Z. (2007). Experimental study of buoyancy driven natural ventilation through horizontal
openings. In O. Seppänen, & J. Säteri (Eds.), Proceedings of Roomvent 2007: Helsinki 13-15 June 2007 :
Abstract Book (pp. 202). FINVAC ry.
General rights
Copyright and moral rights for the publications made accessible in the public portal are retained by the authors and/or other copyright owners
and it is a condition of accessing publications that users recognise and abide by the legal requirements associated with these rights.
            ? Users may download and print one copy of any publication from the public portal for the purpose of private study or research.
            ? You may not further distribute the material or use it for any profit-making activity or commercial gain
            ? You may freely distribute the URL identifying the publication in the public portal ?
Take down policy
If you believe that this document breaches copyright please contact us at vbn@aub.aau.dk providing details, and we will remove access to
the work immediately and investigate your claim.
Downloaded from vbn.aau.dk on: April 30, 2017
Experimental study of buoyancy driven natural ventilation through 
horizontal openings 
Per Heiselberg, Zhigang Li
Aalborg University, Denmark  
Corresponding email: ph@civil.aau.dk
1 Introduction 
Air flow through horizontal openings is an 
important issue of mass and energy transfer 
between different zones in buildings. Horizontal 
openings occur in staircases, stairwells, 
ventilation shafts, service shafts and chimneys. 
Hence mass and energy transfer through them 
have important implications regarding energy 
saving, thermal comfort, control of 
contaminants, micro-organisms and spread of 
fire and smoke.   
This research work is focused on obtaining the 
air flow rate through the horizontal openings 
driven by buoyancy. The measurement results 
can be used in both simple calculation tools to 
give a rough estimate of the capacity for design 
of a ventilation system, but also be implemented 
in more detailed models, especially multizone 
models, for simulation of the performance of 
natural ventilation systems. 
2 Method
The experiments were carried out in a full-scale 
test cell which was divided into two rooms, 
namely a “thermostatic chamber” and a “test 
room”. The thermostatic chamber was 8 m 
length, 6 m width and 4.7 m height; and the test 
room was 4.1m length, 3.2 m width and 2.7 m 
height, respectively. The thermostatic chamber 
simulated the environmental conditions 
controlled accurately by an air conditioner. Only 
one square horizontal opening was located on 
the roof center of the test room. The higher 
indoor temperature was produced by heating 
cables uniformly distributed on the floor inside 
the test room. CO2 constant injection tracer gas 
system was used to measure the air flow rate. 
Different cases were examined by varying the 
temperature differences of inside and outside of 
the test room, the opening area and the opening 
ratio L/D.
3 Results and Discussion
The full-scale measurement data fit reasonable 
well with the brine-water scale measurements 
found in the literature, although significant 
differences exist between them for certain L/D 
ratios, see Figure 1. For opening ratios L/D from 
0.035 to 0.115, the dimensionless air flow rate, 
expressed by the Fr number, was found to be 
about 0.050, which is lower than the constant Fr 
value 0.055 given by Epstein [6]. The maximum 
dimensionless air flow rate was found about 
0.11 for L/D = 0.59 in stead of L/D = 0.4, and 
approximately 15% higher than the peak value 
0.095 predicted by Epstein. It can also be seen 
from Figure 1, that only three different flow 
regimes can be distinguished in this 
experimental study: Oscillatory exchange flow 
(Regime I),  Bernoulli flow (Regime II), and 
turbulent diffusion (Regime IV). The combined 
turbulent diffusion and Bernoulli flow (Regime 
III) cannot be identified. 
Figure 1. Comparison of full-scale air flow 
measurement and the Epstein brine-water scale 
measurement expressed by the Fr number as a 
function of the L/D ratio.
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